Sec. 12

PAL™ (Pacific Auto Link) Fuses

a

Type 4
Type 1 Type 2 Type 3
Auveco Amp Unit Auveco Amp Unit
Part No. Type Rating Color Pkg. Part No. Type Rating Color Pkg.

20560 1 20 Beige 1 15933 3 40 Green 1
15926 1 30 Pink 1 15934 3 70 Brown 1
15927 1 40 Green 1 19295 3 80 Black 2
19294 1 50 Red 3 19296 3 100 Blue 2
15928 1 60 Yellow 1 20551 4 20 Blue 2
15929 2 30 Pink 1 20552 4 30 Pink 2
15930 2 60 Yellow 1 20553 4 40 Green 2
15931 2 80 Black 1 20554 4 50 Red 2
15932 3 30 Pink 1 20555 4 60 Yellow 2

21106

(15209748)

GM Engine Harness
Low Profile J® Case Fuse
40 Amp
Green
2008 - On
UNIT PACKAGE: 3
Fuse Blocks Terminal/Junction Blocks

For marine and exposed applications. Brass nickel
plated terminal links and binding head terminal
screws. Moisture repellent molded ABS base with
protective insulator barrier strips. 20 Amp rating.

For use with SFE-20 Amp. fuse or any 3 AG series
fuse. Phosphor bronze fuse clips. Brass screws

13446

4 Gang (Circuits)
Size: 3-1/4" x 1-5/16" x 5/8"

13447

6 Gang (Circuits)
Size 3-3/8" x 1-1/8" x 9/16"

13445
_ Fpur Gaqg Fuse BIE)ck ) 10 Gang-(:cg':iér];ﬂ-ig)
Size: 2-7/16" x 2-15/16" x 3/4 Size: 5-1/8" x 1-1/8" x 9/16"
UNIT PACKAGE: 1 UNIT PACKAGE: 1
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