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Sec. 12 GM SOCKET ASSY. & HAR NESS CON NEC TORS
Use with butt con nec tors on pages 142 - 149 • Il lus tra tions Not Ac tual Size

18318
(12101857)

Air Divert Valve
Harness Connector

GM 1994-87

UNIT PACKAGE: 1

18320
(12101856)

Air Switch Valve
Harness Connector

GM 1993-91

UNIT PACKAGE: 1

18524
(12085497)

MAP Mass Air Flow Sensor
Harness Connector

GM w/2.8 Eng &
Sequential Fuel Injection

1989-85

UNIT PACKAGE: 1

18868
(12085495)

Mass Air Flow Sensor
Harness Connector

GM
1988-On

UNIT PACKAGE: 1

16694
(12043215,
12085498)

Cornering & Fog Light Socket
For 881 Halogen Bulb

GM

UNIT PACKAGE: 1

17110
(12102747)

Windshield Washer Pump, Low
Coolant Sensor Connector Pigtail

GM Cars & Trucks 1987-On

UNIT PACKAGE: 1

17111
(12116958)

Horn Connector Pigtail
Fits Horns 1999160, 1999161,

10456327 and 10456328
GM 1988-On

UNIT PACKAGE: 1

16693
(12046624,
12102620)

Replacement connector pigtail used
with 1985-on GM Manifold Air

Temperature Sensors including
25036751.  Features two 9" long 18

gauge wire leads.

UNIT PACKAGE: 1

18917
(12085538)

Camshaft Sensor
Harness Connector

Buick, Olds & Pontiac
1992-86

UNIT PACKAGE: 1

18925
(25117765)

E.F.I. Fuel Pump
Harness Connector
GM w/ Fuel Pump

In Gas Tank 1995-88

UNIT PACKAGE: 1

19891
Not Available From O.E.M.

Windshield Wiper Motor
Harness Connector

GM 1994 - 86

UNIT PACKAGE: 1

17109
(12085525, 12085527, 12085528,

12101895, 12117361)

3 Wire Alternator Connector Pigtail
Two 18 gauge and one 12 gauge

leads.  Can be used to replace two
wire and single wire connector

pigtails by taping
(Do Not Cut) the appropriate unused 

leads.
GM 1986-On

UNIT PACKAGE: 1
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