@OIL & TRANSMISSION DRAIN PLUGS (WITH GASKETS)

14196 )
Plain - 1’;\9 i
Thread: 1/2"-20 T
Hex. 718 W | 18373 Tl
Length Under Head: 1/2" (6034376)
i i Plain With Rubber Thread M12-1.25
g'ts |t£§t}cg'r'lg‘."””g 1/2'-20 Washer Face Gasket Hex: 14mm
A?\/FIJC ) Thread: 1/2"-20 Length Under Head: 11mm
6 & 8 Cyl. All 64-On Hex: 5/8" Washer Head Q.D.: 20mm
Buick Length Under Head: 13/16" Fits the Following M12-1.25
4,6 & 8 Cyl. All [Exc. 2.5 (151), 3.0, | Rubber Gasket O.D.: 1-3/32" applications:
4.3, 4.9 (301 Eng.)] 59-On . . o Nissan
. Fits the following applications: Sentra, Stanza & Pulsar w/ FWD
Cadillac Chrysler 82-On
6 & 8 Cyl. All (Exc. 4.1 Eng) 66-On UNIT PACKAGE: 2 UNIT PACKAGE: 5
Chevrolet (Includes Light Truck)
4,6 & 8 Cyl. All [Exc. 1.8 (diesel),
2.5 (151), 4.3 (diesel) Eng.] 28-On
Chrysler Corp. (:£|9-488(1)827%)
6 & 8 Cyl. All 62-On -
g Zinc 19589
Ford Motor Co. e .
4,6 & 8 Cyl. All (Exc. 98, 122, 140, L';r;-‘ald 3416 & Zinc
171 Eng) 57-On : -
g_) Length Under Head: 1/2" Lr;r)(galtj3mr1n2 15
GMC (Light Truck) 6 & 8 Cyl. All . . L . )
39-On Fits the following applications: Length Under Head: 12mm
Oldsmobile Volvo: 4 Cyl. Washer Head O.D.: 17mm
i
4,6 &8 Cyl. All [Exc. 2.5 (151), 3.0,| UNIT PACKAGE: 2 Fits The Following Applications:
4.3, (diesel), 4.3S, 4.9T (301)] : = BMW & Mercedes
61-On 19318 < UNIT PACKAGE: 5
Pontiac (Jeep: 83504041;

4,6, & 8 Cyl. All [Exc. 1.8 (diesel), . N
2.5 (151), 4.3 (diesel), 4.35, 49T | go41.10012) "

(301)] 60-On Zinc & Yellow
UNIT PACKAGE: 10 Thread: M10-1.5; Hex: 14mm 19588
Length Under Head: 9mm Zinc
19130 Fits the following transmission
(3921988) applications: Thread: M12-1.25
Plain Jeep Cherokee, Comanche & XJ Hex: 14mm
Thread: 1/2"-20 1991-On Length Under Head: 17mm
Hex: 9/16" Lexus GS300, LS400 & SC400 Washer Head O.D.: 20mm

1991-On
UNIT PACKAGE: 2

Length Under Head:
13/16"
Washer Head O.D.: 7/8”

Buick
4,6 & 8 Cyl. All [Exc. 2.5(151)

3.0, 4.3, 4.9 (301 Eng.)] 59-On 20807
Cadillac (F81Z-6730-AA)

Fits The Following Applications:
Nissan

UNIT PACKAGE: 5

6 & 8 Cyl. All (Exc. 4.1 Eng) 66-On | Plain With Rubber
y ( ) 9 Washer Face Gasket 18023
Chevrolet (Inc. GMC Light Truck) (BZI102627'25)
4,6 & 8 Cyl. All [Exc. 1.8 (diesel), |Thread: M10-1.5 ack Zinc
2.5 (151), 4.3 (diesel) Eng.] 28-On | Hex: 13mm With Rubber
Oldsmobile Length Under Head: 15mm Gasket
4,6 & 8 Cyl. All [Exc. 1.8 (diesel), [Rubber Gasket O.D.: 28mm Thread: M12-1.75
2.5 (151), 3.0, 4.3, (diesel), 4.3S, . ) Hex: 14mm :
4.9T (301)Eng.] 61-On Fits the following 4R100 Length Under Head: 19m
Pontiac transmission applications: Rubber Gasket O.D.: 31mm
Ford E150-450, F150-450 Excursion| . . C
4,6 & 8 Cyl. All [Exc. 1.8 (diesel), |g Expedition Fits the following application:
2.5 (151), 4.3 (diesel), 4.3S,4.9T  |1980 - On GM: Saturn
(301)Eng.] 60-On UNIT PACKAGE: 2
UNIT PACKAGE: 15 UNIT PACKAGE: 1 :
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