OIL & TRANSMISSION DRAIN PLUGS (WITH GASKETS) @

-

21093
(24233099)
Zinc With
Rubber Gasket

Thread: M12-1.75

Hex: 15mm

Length: Under Head: 20mm
Washer Head O.D.: 32mm

Fits the following applications:
41L.80-E Transmissions on
Chevrolet 2 WD Full Size Vans
& Pickup Trucks 97 - On

UNIT PACKAGE: 2

18374
(F5AZ-6730)
Plain With Rubber
Washer Face Gasket

Thread: M12-1.75

Hex: 15mm

Length Under Head: 21mm
Rubber Gasket O.D.: 28mm

Fits the following applications:
Ford 2.5, 3.0 & 4.6 Eng.
With Modular & Aluminum Pans

UNIT PACKAGE: 2

e

21047 :
(GM: 3536964, 3538469,
11519408, 11562588, 24100042;
Isuzu: 8-11519-408-0)

Zinc With

Rubber Gasket

Thread: M12-1.75

Hex: 15mm

Length: Under Head: 25mm
Washer Head O.D.: 26mm

Fits the following applications:
GM 2.2 (4),3.1 (M), 3.8 (K), 3.8 (1),
2.3,4.9 & 6.0L Eng. 1985 - On

UNIT PACKAGE: 2

18024

Zinc

Thread: M14-1.25

Hex: 13mm

Length Under Head: 16mm
Washer Head O.D.: 23mm

Fits the following applications:
Jeep

UNIT PACKAGE: 5

20347
(YS4Z-6730AA)
Plain With
Rubber Gasket

Thread: M12-1.75

Hex: 13mm

Length Under Head: 25mm
Washer Head O.D.: 26mm
Fits the following applications:
Ford 1999 - 93

UNIT PACKAGE: 2

14677

Zinc

Thread: M12-1.75
Hex: 15mm
Length Under
Head: 26mm
Washer Head O.D.: 22mm

Fits the following

M12-1.75 applications:

Buick

4 Cyl. 151 (2.5) Eng. 80-On

6 Cyl. 3.0, 4.3 (Diesel) Eng. 82-On
8 Cyl. 4.3, 4.9 Eng. 81-77

Cadillac
8 Cyl. 4.1 Eng. 82-On

Chevrolet
4 Cyl. 151 (2.5) Eng. 78-On
6 Cyl. 4.3 (Diesel) Eng. 82-On

Oldsmobile

4 Cyl. 151 (2.5) Eng. 78-On

6 Cyl. 3.0, 4.3 (Diesel) Eng. 82-On
8 Cyl. 4.3S, 4.9T (301) Eng. 80-79

Pontiac

4 Cyl. 151 (2.5) Eng. 77-On

6 Cyl. 4.3 (Diesel) Eng. 82-On

8 Cyl. 4.3S, 4.9T (301) Eng. 81-77

UNIT PACKAGE: 5

16308

Zinc

Thread: M14-1.5

Hex: 16mm

Length Under Head: 11mm
Washer Head O.D.: 25mm

Fits The Following
M14-1.5 Applications:
Chrysler Imports 83-On

Honda 83-On
Isuzu 87-On
Mazda 72-On
Spectrum 88-On
Sprint 88-On
VW-Audi 74-On
UNIT PACKAGE: 5

20426
(90009-PY3-000)
Zinc & Yellow
With Aluminum
Gasket

Thread: M14-1.5

Hex: 17mm

Length Under Head: 15mm
Washer Head O.D.: 24mm

Fits the following M14-1.5
Applications:
Acura & Honda 2000 - On

UNIT PACKAGE: 5
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