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Sec.1  Sec. 9 

JACK NUTS®

Material - 1010 Steel - Zinc Plated

Auveco
Part No.

Unit
Pkg. Type

Thread
(E)

Body
Dia.(A)

Head
Dia. (B)

Cap
Thick (C)

Overall
Lgth (D)

Grip
Range

Required
Hole Dia.

Maximum
Spread
(F)**

13012 25 1 6-32 .318 .468 .073 .653 1/64"-3/16" .315-.330 .660

13014 25 1 10-24 .382 .531 .073 .716 1/64"-3/16" .385-.400 .760

13016 25 1 1/4"-20 .438 .625 .073 .731 1/64"-3/16" .434-.450 .890

16235* 15 2 1/4"-20 .438 .625 .073 .731 1/64"-3/16" .434-.450 .890

13017 25 1 1/4"-20 .438 .625 .073 .919 3/16"-3/8" .434-.450 .890

16227 25 1 M4-.7 .318 .468 .073 .841 3/16"-3/8" .318-.330 .720

16228 25 1 M5-.8 .382 .531 .073 .716 1/64"-3/16" .382-.400 .760

16234� 25 3 M6-1.0 .438 .625 .073 .731 1/64"-3/16" .438-.450 .890

* Raintite Sealer                       ** Spread Varies With Material Thickness                         � Sealer

Special Purpose Jack Nuts®

Auveco
Part No.

O.E.M.
Number Type Thread Finish O.E.M. Application

Unit
Pkg.

12995
GM: 367292

Chry: 6031438
3 1/4-20 Zinc w/Sealer GM Mirror Mounting Nut 25

12996
GM: 367292

Chry: 6031438
3 1/4-20 Zinc w/ Sealer GM Mirror Mounting Nut 100

12998 GM: 1623436 2 M5-.8 Zinc w/Raintite GM “J” Body Rack Mount 10

16230 GM: 5970995 1 M6-1.0 Zinc
License Plate Mounting

Bracket
25

12997
GM: 1635218,

10014363
1 M6-1.0 Zinc w/Laquer GM License Plate  Nut 25

12999 GM: 14007940 2 M6-1.0 Zinc w/Raintite
GM “X” & “Y” Roof Rack

Mounting Nut
10

Type 1 Type 2 Type 3

See Jack Nut Installation Tools On Next Page
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